These drawings and specifications are the
property of H2W _Technologis, Inc. They
areissued in confidence and shall not be
reproduced, copied, or used without written
permission from H2W Technologies, Inc.
(www.h2wtech.com)

426

i 125
+ @T' V7~
2.00 1.250 ® =
O
2

Sy
—"0 ON—o @2(

e r
250

.500 = 3.50

l 1.80

8-32 C'Bore (2 PI)

Motion ——

| 77N

2.870 =
4 B
© ©
| 4.64 |
Voice Coil Motor _
(Stationary Coil, Moving
Magnet Assembly)
H2W Technologies, Inc.
Encoder Head 26417_(;Ru%gir)é%/f§égi Emtezgggg%lc%eglaso UsA
(Stationary) : W h2wtech Com
YNLESSSEETRED OTHERWISE: | MATERIAL Voice Coil Positioning Stage
S [deraceaemiolons, NS Model #VCS10-023-BS-12
X o8 LS o
Removell Bursanispecoes | PRO [OATR [PTRON [oae, 0 YT 30.0430 | A S




VOICE COIL POSITIONING STAGE SPECIFICATIONS

Motor P/N NCC10-15-023-1X

Stroke 1.00" | 25.4 mm
Encoder Resolution 12 micron

Bearing Type Ball Slide

Moving Mass 0.20 Ibs 90 grams
Total Mass 1.08 Ibs 488 grams
Resistance @ 20C 7.5 ohms

Inductance @ 20C 3.3 mH

Electrical Time Constant 0.44 msec

Motor Constant 0.85 LBS/SQRT(Watt) 3.78 N/SQRT(Watt)
Force Constant 2.3 LBS/Amp 10.2 N/Amp
Back EMF 0.26 V/ips 10.2 Vim/sec
Continuous Force 2.3LBS 10.2 N
Max Power @ 100% Duty 7 Watts

Peak Force 6.9 LBS | 30.7N
Max Power @ 10% Duty 66 Watts
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